TRAKSTAR iSh*

ESC-044 =

L1 (0] Tl
ROGHEEMISREESC-044T 1, AT EREBEFN T RERE™ M,
BINEEEARFARARARE .
EETARNNECEERNEN, TEIKRITSME
75 BRSSREL 400 6828 333 MM AKX TRHMES
2RSS EHNEKR.

B R

1B sEt ERM NS R AR ZTHEEM LN 25 B HME S HR

; IRERAMMSIHES HEERNISEFT, PEARMIE. tSE

; HBRRAXRGT, WRKED; HERKTHS, AEERKTE

mit; BEEABLEAT, EEERN), FREBIT.

2R HERA T FRERMNERFERE. SmhRRKES, €2
SIS E, B,

SFEERANIEREN, NEMMIR SRR VIR %, EhRT
AR ERIGETS, MM EETE; BHMERK, EEFRMNRIER

%o

AENBIUEIRIIEE, INAESHNBREHRITET,; BERINEEFX
Aeft ‘5, AR, TR ZfEX, ENAENGSE.

n iRERE

m ERAEE
SWE. ZWEET. AEBZREST ERERERER

B EAREBH
FENZE: 160W (AES)
FEMT: 8Q
RN (£3dB) : 158Hz-20kHz
REE (1W/1IM) : 95dB
BEMA: H150°XV90°
BAFESR: 114dB
DIMER: TR
P05 2800Hz
B RE: BB/
B4 2XNL4speakon (IN1+, 1-)
E: ImMmEPLFiR
REVE: NE&
B RS 4"X4 (25%) 80HEN ;
=5 1"X1 (25, 25mmizEd) 2085
;& (mm) : W142xD185xH600
BE: #96kg
U EBIEREMIRENLEE, HiRERESMBEN!

mRESN

MR ERE

IFERSHEEEHRRLEFE

i .
otk FESAREBMNHES BRRHEERNESR g 516121

AR (S )

B ERET

BERER, B (Mode) FFX&zhE) (Music) #4;
ABEER, B (Mode) FFXi&kEHEI (Speech) #4;
BRI, B (Mode) FFX#ENE! (Flat) 14

B REER
LiBWRIEFRABNSENIR. BRALE, KEERAISEIRER

FHERBRAE;
2 FRAMAIRIBEIRER R EBIRFAXITRHENERN, URIEFMEE
MER;

3fEFARY, SHEEPMATARRE, LIARRSRERS;
ATENREFTHETWTIEARSAT, NEEFSE, HERTEETRSH
RRAYUE

S5EEFER, HIVDER, RIPIFEETRRIT,

E EEEM

mBREE. SiE. BN B BIE RERURERRLSE
AIBEIERERIA SR E M=K, ERAA=RET, BFRRIRHETLL
TEHI:
1 EA SEERIAMEE ISR 5 A RNE T LRU RS ERAES
BAN, FEEBIF-SNERATE FTKNEER, URER~RS
EHMRHHRE;
2. ERAPELXMERE (WER. B%E) , BaEXFABRRTXHK
EHEEEL, AR REEEERE;
3. AR RSN REEERNTIRENG, 7IKBEBRERE. RE
LIS, ERAPBREITATR. M. Bk, SEREE. ##. IR
ANMREBEFBNFL, URIRIFEINEE,;
4, EREBETE TIEERRER LN, EHERBERM, MWHEREE
BEFAESETRELERERK;
5. RN EETHEXLEME, AEEMNBPHE HERSEE
ERAEN, URSHEINESR;
6. IEARE BTN SRAE, UBFIEEMASHE, NERARRS
ERIFHR LRI IR AN IR ;

m IR

FRPEEEENRATENEHRSBITAR

BEEEENRATE
BB n = . MEER sa—sat | pm—mes | g —mae | am—mee| wE—
B B3 # AME | ZMBE | SREM | SR_PE | SR _P®| SR_FR| SE_PR
ZETE | —RTE | TRYE |“Q-2R)EE
H
(Pb) (Hg) (cd) (Cr(vn) (PBB) (PBDE) (DBP) o18P) (88P) (DEHP)
SBRLER o o o o o o o [} o o
SEEBIF x o o o o o o o o o
EBRRAREANF X o o o o [e] o o e} e}
£ x o o o o o o o o o
L O R (EZE A BT B BB T
X I RREEENREDELBHOR R
E2BLE: , REAHBEEY BIYFREH Fremh T
AR RO RERIRITS, r\
Bttt RERTERERTEOEENRESRHE, w

GB/8898-2011
9TSC044S1A

f£&: 0752-6383950

2ERRSHEL: 400 6828 333 HEFE: xs@takstar.com

B8R, TRBEZ~&



TRAKSTAR iShE

ESC-O44 Column speaker

Dear customer,

Thank you for purchasing ESC-044 column speaker. Please read
user manual carefully before operation and keep it for reference in
future.

B Features

1. This column speaker consists of four 4 inch 25mm cone woofers and one
25mm NdFeB tweeter. The woofer features elastic and durable rubber
surround for quick and dynamic MFLF and symmetric magnet design for low
harmonic distortion. Widerhorizontal directivity and narrower vertical
directivity for farther transmission.

2. The crossover is designed with low consumption OFC inductor, high
quality polypropylene capacitor for reliable performance and prominent
sound.

3. Trapezoidal enclosure and acoustic foam eliminate the standing wave
inside,and make the MFLF purer and frequency response flatter. The slender
enclosure suits for various installation.

4.Correcting circuit can adjust the sound brightness. Playing mode switch
can select from 3 modes to suit for different applications: music mode, vocal
mode, flat mode.

B Product content

ESC-044 column speaker........cccoeeueieiviviiiiinininicinisieiiciecne 2pcs
Wall mounting stand

User manual

B Application

Reinforcement or background music playing in conference room, multifunction
hall, large supermarket;

m Specification

Rated Power: 160W (AES)
Rated Impedance: 8Q
Frequency Response (£3dB) : 158Hz-20kHz
Sensitivity (IW/1M) : 95dB
Coverage: H150°XV90°
Max SPL: 114dB
Crossover: two way
Crossover Frequency: 2800Hz
Installation: wall mounting/stand
Connector: 2XNL4speakon (IN1+, 1-)
Enclosure: 9mm MDF
Finish: painting
Unit: LF: 4"X4 (25mm) 80 magnet ;
HF: 1"X1(25mm, 25mm throat) 20 magnet
Dimension (mm) : W142xD185xH600
Net Weight: approximate 6Kg

Note: the above data is obtained from the test of Takstar laboratory, and Takstar
has the final interpretation right!

B Installation

Wall installation and stand mounting

Guangdong Takstar Electroacoustic Co., Ltd.
Address: Takstar Innovation Park, Xiazhao, Damen Village, Xialiao Village Committee, Longxi Street, Boluo County, Huizhou City, Guangdong, P.R. China

Tel: +86 752 6383644 Fax: +86 752 6383952

Website: www.takstar.com

B Playing mode

Set the mode switch to Music for music mode.
Set the mode switch to Speech for vocal mode.
Set the mode switch to Flat for flat mode.

H Note

1. Please make sure that the power and impedance of the power amplifier
and the speaker match, and the unbalanced matching may cause
equipment damage or poor sound quality.

2. When operation, please set the toggle switch to the corresponding
mode according to the actual operation needs to ensure the required
sound quality.

3. During operation, put the front of the speaker facing the audience area
to ensure a better sense of listening.

4. Ask professional technician for installation, which shall be fixed firmly
and installed in a position hard to reach.

5. When carrying the speaker cabinet, please handle it with care to prevent
the speaker from damage.

® Caution

To avoid electric shock, over temperature, catching fire, explosion,
mechanical risk and hurt or property loss caused by improper use, please read
the following items carefully before operation:
1.Please check if the power of the connected equipment matches with that of
this product before operation. Adjust the volume to proper level during
operation. Do not operate at over-power or high volume level for a long time to
avoid abnormal functioning or hearing loss.

2. If abnormal phenomenon (smoke, abnormal smell) happens, please turn off
the power switch and disconnect the power plug with power socket, and send
the product to local dealer for maintenance.

3. The product and accessories should be put in dry and ventilated place rather
than humid or dusty environment. Prevent the product from liquid, rain, water,
over-colliding, throwing, vibra-

ting, vent hole covered to avoid function destroyed.

4. When the product needs to be installed on wall or ceiling, please fix it tightly
to avoid dropping risk.

5. Please abide by safety rules during operation. Do not use the product in the
place prohibited by regulation or law to avoid accident.

6. Do not disassemble or repair the product by yourself to avoid hurt. If you
have question or need service, please contact the local dealer.

Applicable to the altitude Applicable to the non-tropical
below 2000m only climate condition only
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